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Aluminium Composite Panel



MUKEMMEL YAPILAR iCIN...

35 yil askin tecrlbesiyle, Saray Aliiminyum TUrkiye allUminyum sektérantn dnde gelen firmalarnndandir. Modernize edilmis
ve entegre tesisleriyle, istanbul Gunesli ve Tekirdag Cerkezkdy' de, toplam 89.000 m? kapall alanda Endustriyel Profiller,
Aluminyum Yapi Sistemleri ve Aluminyum Kompozit Panel Uretimleri yapmaktadir.

llk 250 sanayi sirketleri icerisinde yer alan ve aliminyum sektérinde ihracat birincilikleri olan Saray Aliminyum endustriyel
ve mimari ¢cdzUmlerinin %55'den fazlasini; Avrupa, Afrika, Asya ve Orta Dogu bdlgelerinde 60'dan fazla Ulkeye ihrac
etmektedir.

Saray Aliiminyum Toplam Kalite Yéontemi kullanir; firmamizin ISO 9001, ISO 14001, ISO 50001, CE, Qualicoat, Qualanod
sertifikalari ve Urtnlerinin TSE, TSEK, TS — EN, IFT — Rosenheim, GOST-R, UKR-S, MPA Dresden, Aplus, Uluslarasi Teknik Onay, G
Uyumluluk Belgesi ve cevre dostu bir firma olarak "Cevresel Uriin Beyani - Environmental Product Declaration (EPD)" gibi
sertifika ve onaylari bulunmaktadir.

FOR ELEGANT BUILDINGS

With over 35 years' experience in aluminium industry, SARAY Aluminium is one of the leading company in Turkey. With the
modernized & fully integrated plants in Gunesli (Istanbul) and Cerkezkoy (Tekirdag), SARAY Aluminium produce Industrial
Aluminium Profiles, Aluminium Facade Systems and Aluminium Composite Panel product groupsin 82.000 sgm closed are.

As one of the Top 250 ranked industrial companies & export leading company in aluminium industry, SARAY Aluminium is
exporting more than 55% of its Industrial & Architectural Solutions fo more than 60 countries in Europe, Africa, Asia and
Middle East regions.

SARAY Aluminium utilizes Total Quality Management, the company has been certified 1o ISO 9001, ISO 14001, ISO 50001, CE,
Qualicoat, Qualanod and its wide range of production has been certified by TSE, TSEK, by TS - EN, IFT-Rosenheim, GOST-R,
UKR-S, MPA Dresden, Aplus, UTO/ITA, G Conformity and as an eco-friendly company it has Environmental Product
Declaration (EPD)
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SARAY

Yanmazlik Siniflari Cevre Dostu

e A2 SInift Yanmaz (A2 s1 d0), mineral dolgulu ACP Cevresel Urin Beyani (EPD) LEED, BREEAM, DGNB ve CEDBIK gibi

e B1 Sinifi Yangina Dayanimli (B s1 d0) ACP surdurdlebilirlik sertifikalarnin temelini olusturur. TUm Saray Urnleri EPD
e B2 Sinifi Standart ACP sertifikalidir.

ACP Fire Classes Environmentally Friendly

e A2 Class Non Combustible (A2 s1 d0) ACP with mineral filled core Environmental Product Declaration (EPD) is the basis of Sustainability

e B1 Class Fire Retardant (B s1 d0) ACP with FR composed mineral cord
e B2 Class Standard ACP with LDPE core

Certifications such as LEED, BREEAM, DGNB and CEDBIK.
All SARAY ACP products have International EPD for Green Buildings.

Boya Teknolojisi
Saray kompozit paneller dinyadaki en son teknoloji olan bobin boya
teknolojisi ile boyanmakta olup, ¢esitli boya turleriyle sinirsiz renk &

Garanti
Boya turl & katman sayisina bagli olarak, drdnlerimizin

) 10-15-20- 30 ve 40 seneye kadar garantisi bulunmaktadir.
dizaynda kaplama yapilabilmektedir. Uretimde kullanilan boyalar

Warranty
Depending on the coating type and coated layers, SARAY ACP has
10 - 15-20 - 30 or 40 years warranty for exterior cladding.

Saray icin &zel olarak gelistiriimis ve tum dis hava sartlarna maksimum
korumayi saglayan boyalardir. Saray kompozit panellerinde asagidaki
boya turleri kullanilir:

Coating Technology

All aluminium coils are coated with most advanced coil coating Siz Yeter ki isteyin...
technology. We are able to coat variants of coating types with
unlimited color & design opftion. All the paints used for SARAY ACP
production is specially developed for our products which provides
max protection for all weather conditions. SARAY ACP has coating

options as below:

istenilen Renk

Firmamiz renk kartelasinda yer alan 50' nin Uzerindeki rengin yani sira
istenen herhangi bir 6zel rengi de bobin boyama tesisi sayesinde
yapabilme olanagina sahiptir.

istenilen Mathk

Eger projenizde mat bir gérintu tercih ediyorsaniz 5 Gloss matliga
kadar mat boya yapabiliyoruz.

istenilen Parlaklik

Bizim binamiz 1sil isil parlasin diyorsaniz biz yapabiliyoruz 90 glossa
kadar bir parlaklik elde edebiliyoruz.

e Polyvinylidene Fluoride (PVDF)
o Antigraffiti PVDF (NANO PVDF )
e High Durably Polymer (HDP)

e Polyester (PE)

e Fluor Polymer (Lumiflon)

e Polyurethan Polyamid (PUR/PA)

Just Desire. ..
Renk Serileri

ic ve Dis Cephe uygulamalarinda; Dz Renkler, Metalik YUizeyler,
Ahsap Desenler, Tas Efekfleri, Eskitiimis ve Paslanmis Yuzeyler,
Eloksal Yuzeyler, Prizmnatik Renkler, Putarld Ydzeyler ve

Desired Colors & Designs

In addition to the 70+ options in our color chart, we can coat any
desired color & design

Desired Opaqueness

If you choose a matte outlook in your project we can coat

Fircall YGzeyler serilerinde opsiyonlar sunmaktayiz.

Color Series Ultra Matt; 0-5 % gloss

We are offering ACP for exterior applications as; Solid Colors, Desired Brightness

Metallic Finishes, Timber Designs, Stone Effects, Weathered & Zinc & If you choose an brillant outlook in your project we can coat
Patina Series, Anodized Outlook, Prismatic Colors, Textured Surfaces High Gloss; 90-95 % gloss

and Brushed Surfaces



SARAY

Saraybond Solid Renkler, Sinirsiz Opsiyon ile DUnyanizi Renklendiirir.

Saraybond Solid Colors, Colors Your World With Unlimited Options.

Krem Beyaz / Cream White S 9001 Krem /Cream S 110

-

Vodafone Arena
istanbul L

Beyaz / Pure White S 100 Fildisi / Ivory 1014 Kum/Sand S 175

Sutlu Kahve / Milk Brown S 1019 Toprak / Soil S 190

Porta Batumi
Batum

*Nano Beyaz / Nano White N 100 Koyu Kahve / Dark Brown S 170

Sea Pearl
istanbul

Kemer Life XXIlI
istanbul

Trafik Beyaz / Traffic White S 9016

Kirli Beyaz / Dirty White S 9018
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Axis Istanbul AVM
Gaziantep Arena )
Gaziantep

Koyu Mavi / Dark Blue S 150

Reljelylely Finans Merkezi | .
[Selglel¥]

Koyu Lacivert / Prussian Blue S 155 Bordo / Burgundy S 140 * Kirmizi / Red S 130

*Turuncu / Orange S 120

Okyanus Mavi / Ocean Blue S 5020

Siyah / Black S 160 Mat siyah / Mat Black S 156 * Sari / Yellow S 1023
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Sancaktepe Belediyesi

Istanbul

Gri renkler siyah ile beyaz arasinda yatan
1 guzelliktir, Saraybond Gri Tonlarinda c¢esitli
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Grey is the beauty lies between
white & black, Saraybond offers various
selections of Grey Tones
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Swah G/ Black Grey S 7021 Antrasit Gri / Anthracite Grey S 7016
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Umbra Gri/ Umbra Grey S 7022

Kayrak Tas! / Slate Grey S 7015 ranvas Gri/ iarpauiin Grey S 7010 Tag Gri/ Stone Grey S 7030

Novus Ventus
lzmir

Platin Gri / Platinium Grey S 7036

Bazalt Gri / Basalt Grey S 7012 Quartz Gri/ Quartz Grey & 7039 Trafik Gri / Traffic Grey S 7043



Metalik YUzeyler / Metallic Finishes

Saraybond Metalik Yuzeyler Cephede Mukemmelliyeti Arttinr.

Saraybond Metallic Finishes Enhance Perfection on Cladding.

Metalik Aliminyum Gri / Metallic Aluminium Grey S 9007 Koyu Gri Metalik / Dark Grey Metallic S 520 Gri Metalik S 7048

Gri/ Silver S 500

Moment istanbul
istanbul

Bakir / Copper S 540 Metalik Kobalt Gri/ Metallic Cobalt Grey

Sari Metalik / Yellow Metallic S 530 Bronz Metalik / Bronze Metallic S 580 Koyu Bronz / Dark Bronze S 585

METALLIC FINISHES

lconova
-~
Gaziantep

Sampanya / Champaign S 510 Azur Mavi / Azur Blue S 570

lconove Prizmalic Beyaz / Frismalic While 17218 Simli Siyah / Brocades Black S 890 Simli Beyaz / Brocades White S 900




Ahsap Desenler / Timber Effect

Blue Lake
istanbul Aravoondad

* Tex cover Ozel film transferi / Tex cover exclusive film transfer
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Elsysium Elit Kosuyolu |
istanbul

TIMBER EFFECT



SPECIAL EFFECTS

Acik Beton Efekt / Light Concrete Effect

ST 836

Bazalt TasI / Basalt Stone ST 837

Corten Steel ST 841

Mermer / Marble S 820

Siyah Granit / Black Granite S 855

* Tas Desen / Stone Effect S 90268



Kompozit Panel Genel Bilgiler / Acp Technical Data

KOMPOZIT PANEL iSTIFLEME / DEPOLAMA

e Depolama serin ve kuru orfamda yapilmalidir. Kapali ortam/sundurma &nerilir.
Paneller Uretimden en az 24 saat énce oda sicakliginda (18°C) bekletimeli ve
Uretim oda sicakliginda yapilmalidir.

« istifleme dlizgtin zeminde yapiimalidir. Palet takozlar Ust Uste gelmelidir,

En fazla 5 adet palet Ust Uste istiflenmeli, en agir palet en altta olmalidir.

o Paneller istiften teker teker alinirken iki kisi tarafindan dért késesinden tutulmall
ve birbirlerinin Uzerinde kaydirimadan kaldinlarak dikey pozisyonda tasinmalidir.

o Panelleri tasirken / ¢alisirken eldiven giyilmelidir.

o Panelleri istiflerken yUzeyin zedelenmemesi i¢in araya yabanci cisim
konulmamalidir.

KOMPOZIT PANEL KONTROL
Kesime baslamadan énce urlin ytzeyindeki folyonun agilip renk kontrol yapilmasi
gerekmektedir.

KOMPOZIT PANEL METALIK RENK MONTAJ YONU

Metalik renkli kompozit panellerin islenmesi ve montajinda dikkat edilmesi
gereken en &nemli husus; ok ydnleri ayni istikamette olmalidir.

BUtun imalat; tamami A veya tamami B seklinde olmalidir.

A) Ok yénune parallel B) Ok ydonune dik istikamette.

Ok yonleri farkl kullanilirsa ton farki meydana gelecektir.

Metalik olmayan renklerde de ayni sekilde kullaniimasi tavsiye edilir.

—_— —_— —_—
—_ —_ —_
—_ —_ —_
Sekil A Fig A

KOMPOZIT PANEL YUZEY TEMIZLiGi

Kompozit paneller yilda en az bir kez temizlenmeldir. TemizZleme manuel olarak
yumusak bir firga/bez ile ya da basicnli temizieme aparati ile (en fazla 50 bar)
1k yumusak su kullanilarak yapilmalidir.

Gerekirse ph 6-7 olan yumusak bir femizleme detarjani en ¢ok %10 oraninda ilave
edilebilir. Temizleme islemi yapilirken yUzeyin gineste isnmamis olmasi gerekir

(en ¢ok 40 °C) aksi halde hizll kuruma nedeniyle lekelenme olusabilir. Potasyum
hidroksit, sodyum karbonat ve kostik soda gibi maddeleri, asitli ve asindirici temizlik
urtnlerini kullanmayiniz.

YUlzeyin kilenmesini engellemek icin antigrafiti 6zellige sahip
NANO SARAYBOND kullaniimasi tavsiye edilir.

STORING

e Panels must be stored in a cool, dry area. We recommend to store the
panels in the workshop at approximately 18 °C for at least 24 hours before
processing operations begin.

o Store the pallets stacked one over the other (do not store panels standing
vertically) with a maximum of 5 pallets of the same format stacked on top of
each other (heavy pallets at the bottom).

» Individual panels must be lifted off the pallet by two people holding all four
corners and not drawn over each other. Carry the panels vertically.

* Wear gloves to avoid staining.

¢ When stacking panels, nothing should be put in between to avoid markings.

CONTROLLING

Check finishing colour by stripping the corner of the panels before processing.

MATCHING (INSTALLATION ) PANELS WITH METALLIC & MICA COATINGS

Arrows showing the direction of coil coating are printed on the strippable
protective film. Panel directionality must be maintained in order o avoid
shading differences between adjacent panels and must be taken into account
when making the optimisation calculations. Be sure all panels must be

installed in the same direction as seen in Fig A and Fig B below You must

NOT mix directions A and B. Otherwise different shades become visible.

gttt

Sekil B Fig B

CLEANING OF PANELS

Annual cleaning is recommmended. The surfaces should be cleaned either
manually using a soft brush or by means of a high-pressure cleaner
(max. 50 bar) with clean water.

If necessary, a mild cleaning agent (pH 6-7) may be added, up to max. 10%.

Do not clean surfaces heated by the sun (> 40 °C) - the quick drying process
may cause blemishes! Do not use highly alkaline cleaning agents such as
potassium hydroxide, sodium carbonate or caustic soda. any strong acid
products or highly abrasive cleaning agents such as household cleaning products
that corrode paint.

In order to maintain a clean surface by preventing dust & dirt it is advised

to use NANO SARAYBOND which has an antigraffiti coating.

90°

TN

/
Saray Aliiminyum —| = 1 0.8mm
Kompozit Panel isleme Teknigi; 3 mm

AN

90° ye kadar kivirma icin acilacak V-Kanal

Groove (V-shaped) for edges up to 90°
Fabrication Technique

For Saray Aluminium
Composite Panels

r=3mm

135° ye kadar kivirma icin acillacak V-Kanal

\/]3—50\/ | 14mmI
L J
—| e~ 1 0.8mm ‘ t1,5mm

2mm

180° ye kadar kivirma i¢in agllacak Dik Kanal
Rectangular groove for edges up to 180°

Groove (V-shaped) for edges up to 135 depending on panel thickness

(45"
r=2mm r=7mm




A2-B1-B2, EPD, G Uygunluk ve Hijyen sertifikalar ve
Teknik Onay Belgesiyle birlikte, SARAY ACP tum projelerde kullanilabilir

TUm Aldminyum Kompozit Paneller
Avrupa Normlarinda dretilmekte olup, tim testler yapiimis ve sertifikalandirimistir.

All Aluminium Composite Panels are With internatfional A2-B1-B2, EPD, G Conformity and Hygiene certifications &

produced within European Norms and are fully tested & certified. Technical Approval, SARAY ACP can be used in all projects.
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COlorS YOUf World Timber Shades of Grey Internal C|Odd|ng |ﬂﬂOVCITIOﬂ Brushed
Aluminium Composite Panel

PUR/PA Decorative Aesthetic Quality Approved Fire Retardant

Bsl1d0 . Environmentally Fri Lurniflon
g r y Friendly

Saraybond GREEN Building e | Durable __
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NANO PVDF sustainaolity Perfection Aluface
Uttra Martt Distinctive A2 s1 dO External Cladding
Non Combustible  Elegant Saray

Metalic Stone MinerCﬂ Core Facade Prismatic Dynamic Anodized
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